
Aircraft Specification
1977 Beech Bonanza F33A
Registration:   xxxxxx

AIRFRAME: 

Total Time: 
3700 hours





FAA, Annual to 04/2011

ENGINE:
 
Time SMOH:
2000 hours 

 



Turbo- normalized with GAMI Tuned Fuel Injectors

 



Top Overhaul 2004 with detailed trend monitoring since. 


PROPELLER:

Hartzell 3 Blade Propeller




Time SPOH: 
1000 hours

AVIONICS:

PSE PMA7000CD Audio Panel with Stereo CD Player




Garmin 530 GPS/Com/Nav/ILS/Moving Map




Collins VHF251Com
 



Collins VIR 351 Nav with GS (2)





Collins ADF650
 



King KN64 DME





Garmin GTX330 Transponder Mode S





Century III Autopilot

 



King KCS55 Slaved HSI


OPTIONS FITTED:
Long Range Fuel (2 x Beryl de Shannon Tip Tanks, total
 



fuel 114US), Beryl de Shannon Aileron and Wing Flap Gap 
 



Seals, Insight GEM, Precise Flight Speed Brakes, Fuel Totalizer, 
 



4 Place Intercom, Dual Altimeters, Dual Vacuum Pumps, Gear 
 



Safety Switch, Rozen Visors, Ground Clearance Switch, Aerial 
 



Socket for Handheld VHF


EXTERIOR:

White over Metallic Blue with Metallic Beige/Black details

INTERIOR:

Beige Leather, 4 seats, provision for 5th seat (not available)

GENERAL:

Immaculately presented aircraft capable of 200 knots TAS @ 

 



18,000 ft. High time engine but current owner maintains 

 



meticulous trend monitor records with regular oil samples 

 



showing engine in good health.  

